HOCHDRUCK-PLUNGERPUMPEN
HIGH-PRESSURE PLUNGER PUMPS

TRIPLEX

BAUREIHE
SERIES

P52

Type Best.-Nr. | Leistungs- | Uberdruck | Drehzahl | Férder- | Wasser | Plunger | Hub | Gewicht |Vordruck
aufnahme menge | temp. -@
max. max. max. max. ca. min/max
Code No. Power Pressure RPM Output | Water- | Plunger | Stroke | Weight | Inlet
Consump. Temp. dia. pressure
max. max. max. max. approx. | min/max
kw bar min™ I/min °C mm mm kg bar
P52/12-1000| 00.4471 26.2 1000 1000 12.8 40 12 42 52 2.5/10
P52/17-800 | 00.5168 28.5 800 1000 175 40 14 42 52 2.5/10
P52/22-600 | 00.5169 27.9 600 1000 22.8 40 16 42 52 2.5/10




Einsatzgebiete

SPECK TRIPLEX Plungerpumpen sind geeignet zur
Foérderung von sauberem Wasser oder anderen nicht
aggressiven oder abrassiven Medien mit &ahnlichem
spezifischen Gewicht wie Wasser.

Vor dem Verpumpen anderer Fordermedien muf3 die
Eignung und Bestandigkeit der Pumpen in Standard oder
Sonderausfuhrung unter Berticksichtigung der Leistungs-
und Temperaturwerte gepruft werden.

Konstruktionsmerkmale
Die Pumpen der Baureihe P52 zeichnen sich aus durch:

- Antriebsgehduse aus starkem Sphéarogu3 fir hohe

Stabilitat und Schwingungsdampfung.

- Kurbelwelle mit Kegelrollenlager und Gleitlagerpleuel im
Olbad laufend.

- Plunger aus Zirkonoxid-Keramik.

- Alle Dichtungen in Hulsen gehalten, dadurch exakte
Zentrierung und erleichterter Austausch.

- Leckageruckfuhr fir hohe Dichtungsstandzeiten und
leckagefreien Betrieb.

Verwendete Werkstoffe
- Ventilgehduse: Edelstahl 1.4313.

- Plunger: Zirkonoxid-Keramik.

- Ventile: Duplexstahl.

- HD-Dichtung: ~ Aramidpackung.

- Kurbelwelle: Gesenkgeschmiedet und einsatzgehartet.

Betriebsbedingungen

Trotz des pulsationsarmen Laufes der Pumpen muf3 von
Fall zu Fall geprift werden, ob ein Druckspeicher
vorzusehen ist. Dies héngt im wesentlichen ab von der
Konstruktion des Gerates und von der Gesamtheit der
Betriebsbedingungen.

Die Funktion eines Druckspeichers kann auch von
elastischen Druckleitungen Ubernommen werden. Auf
der Saugseite muf3 ein Vordruck von min. 2.5 bar
vorhanden sein. Die Saugleitung mul3 elastisch sein.
Kavitation mul3 auf jeden Fall vermieden werden.

Sicherheitsvorschriften und Garantie

Die Garantie betragt 6 Monate nach VDMA.

Es ist ein Sicherheitsventil gemaR den “Richtlinien far
Flussigkeitsstrahler” vorzusehen, das so eingestellt ist,
dal der Betriebsdruck um nicht mehr als 10%
Uberschritten werden, kann. Bei Nichteinhaltung dieser
Vorschrift sowie bei Uberschreiten der Temperatur- und
Drehzahlgrenze erlischt jegliche Garantie.
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Fields of Application

SPECK TRIPLEX Plunger Pumps are suitable for pump-
ing clean water and other non-aggressive or abrasive
media with a specific weight similar to water.

Prior to pumping any other media, a check must be
made to find out whether these pumps, taking pump
performance and temperature values into consideration,
are at all suitable for pumping the required medium.

Construction Characteristics
Particular features of the P52 series are:

- Crankcase of solid sphero-cast-iron ensuring stability and
vibration dampening.

- Crankshaft and taper roller bearings together with plain
bearing con rod all run in oil.

- Zirkonoxyd ceramic plunger.

- All gaskets in seal sleeves ensuring precise centring and
easy replacement.

- Drip-return ensuring long seal-life and drip-free operation.

Materials Used

- Valve Casing: Stainless steel UNS S 41500.

- Plunger: Zirkonoxyde Ceramic.

- Valves: Duplex-Steel.

- Sleeves: Aramide Packing.

- Crankshatft: Drop-forged and case-hardened.
Installation

Even though SPECK-TRIPLEX P52 pumps run almost
pulsation-free, there are cases where a pressure accu-
mulator is necessary. This will depend mainly on the
construction of the unit and the conditions under which it
is operated.

The same effect can also be achieved by using flexible
pressure lines. A minimum input pressure of 2.5 bar
must be present on the suction side. The suction line
must be elastic.

Cavitation must be avoided under all circumstances.

Safety and Warranty Rules

There is a 6 month warranty in accordance with VDMA
guidelines.

Pump operation without safety valve as well as any ex-
cess in temperature or speed limits automatically voids
the warranty. The safety valve must be regulated in ac-
cordance with the guidelines for liquid spraying units so
that the admissible oi)eratlng pressure can not be ex-
ceeded by more than 10%.
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Lelstungstabelien — Perrormance l|able

Motorleistung in kW / Motor Performance KW Uberdruck / Pressure max. 1000 bar
_ Foérdermenge / Output max. 770 I/h
P52/12-1000 Wassertemp. / Water Temp. max. 40 °C
Gewicht / Weight ca./approx. 52 kg
Fordermenge Pumpen- Pumpen- Motor-
drehzahl keilscheibe keilscheibe
Output RPM Pump V-Belt | Motor Pulley Druck in bar
Pull bei/at 1450/min .
Wirk-fau i{nen-g Wirk-g | AuBen-g Pressure n bar
Eff.Dia. | Ext.Dia. | Eff.Dia. | Ext.Dia.
I/min I’h 1/min mm | mm | mm | mm 500 600 700 800 900 1000
6.4 385 500 250 | 256 | 86 | 92 6.5 7.9 9.2 10.5 - -
7.7 462 600 250 | 256 | 103 | 109 7.9 9.4 11.0 12.6 14.1 - 5 x
9.0 | 539 | 700 | 250|256 | 121|127 | 9.2 11.0 12.8 14.7 16.5 18.3 | XPA
10.3 | 616 800 250 | 256 | 138 | 144 10.5 12.6 14.7 16.8 18.9 21.0
11.5 | 693 900 250 | 256 | 155 | 161 11.8 14.1 16.5 18.9 21.2 23.6
12.8 | 770 1000 | 250 | 256 | 172 | 178 13.1 15.7 18.3 21.0 23.6 26.2
Anzahl der Keilriemen Profil XPA*
Number of XPA V-Belts* 2 X XPA 3 X XPA 4 x XPA
Motorleistung in kW / Motor Performance KW Uberdruck / Pressure max. 800 bar
_ Férdermenge / Output max. 1047 I/h
P52/17-800 Wassertemp. / Water Temp. max. 40 °C
Gewicht / Weight ca./approx. 52 kg
Fordermenge Pumpen- Pumpen- Motor-
drehzahl keilscheibe keilscheibe
Output RPM Pump V-Belt | Motor Pulley Druck in bar
Pull bei/at 1450/min .
Wirk-fau i{nen-g Wirk-g | AuBen-g Pressure n bar
Eff.Dia. | Ext.Dia. | Eff.Dia. | Ext.Dia.
I/min I’h 1/min mm | mm | mm | mm 500 600 650 700 750 800
8.7 524 500 250 | 256 | 86 | 92 8.9 10.7 11.6 12.5 - -
10.5 | 628 600 250 | 256 | 103 | 109 10.7 12.8 13.9 15.0 16.0 -
12.2 | 733 700 250 | 256 | 121 | 127 12.5 15.0 16.2 17.5 18.7 20.0 5 x
140 | 838 | 800 | 250|256 | 138|144 | 14.3 17.1 18.5 20.0 21.4 22.8 | XPA
15.7 | 943 900 250 | 256 | 155 | 161 16.0 19.3 20.9 22.5 24.1 25.7
175 | 1047 | 1000 | 250 | 256 | 172 | 178 17.8 21.4 23.2 25.0 26.7 28.5
Anzahl der Keilriemen Profil XPA*
Number of XPA V-Belts* 3 X XPA 4 x XPA







